
MgO sensors 
for pipe appl.

Skin point
thermocouple, 

o.d. from 4.5 up to 8mm,
with expansion coils
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Galvanized
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3-piece joint.
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Reference model:
Skin point MgO thermocouple, left expansion coils, 6mm
sheath o.d., NiCr - Ni DIN - IEC, class 2 single element,
ungrounded junction, Inconel 600 sheath, 200mm length,
expans. coils ø 60mm, 3/4” NPT - L15 CH30
compression fitting, with 150mm extended length.

T2 S60 – K 0 0 – C 0200 – A 0300

A AISI 321 0100

0150

0250

0300

0350

0400

0450

0500

L min
0100

T 1 NPT - L25
CH -36 1 180

V
1/2” NPT - L25
CH -51

2 200

_ _ __

4,5 T2 S45

6 T2 S60

8 T2 S80

R– O

Thermocouple 
type

Element N. 
and tolerance

K NiCr - Ni
DIN - IEC 0 Single

Cl. 2 (standard)

E NiCr - CuNi
DIN - IEC 1 Dual

Cl. 2 (standard)

J Fe - CuNi
IEC 2 Single

Cl. 1 (special)

3 Dual
Cl. 1 (special)

Sheath 
material

Sheath 
LG mm

C Inconel 600
(K only) 0200

Type of adjustable
compression fitting

Extension
LE mm

R
3/4” NPT - L15
CH -30

0 150

Diam.
øG mm

Base 
code

4.5 T2 D45

6 T2 D60

Coil 
type

8 T2 D80

Hot 
junction

0

Ungroun.

1

Grounded

– – – –

Coil diameter
Ds mm LP mm

A 60 0300

B 80 0400

C 100 0500

D 120 0600

0700

0800

0900

1000

1500

2000

Note: Other LG and LP lengths upon demand. Code ex.:  LG = 135mm cod. 0135 / LP = 350mm cod. 0350
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