
Electrical connection

Spring-loaded
replaceable insertion

Straight RTD,
6 and 8mm o.d.

(suitable also for
series sensors)H
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White White

G9

2/3/4-wire sing.el. 2x2 w. dual el. 2x3 w. dual el.

Certificata ISO 9002
Centro taratura SIT

ELSI s.r.l. -  via Milano, 11 - 20020 Lainate (MI)
Tel.: (02) 9370868 / 9373042 - Fax: (02) 9371724
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Note: other lengths on request for LG. Code ex.:  LG = 135mm Code 0135
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Reference model:
Insertion-straight RTD, 6mm sheath o.d., 3-wire Pt100
single element, class B (1 DIN), ceramic element, AISI
316 sheath, 100mm length. – –
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Base code

6 G9 O60

8 G9 O80

6 + T G9 T60

8 + T G9 T80

Compatible connection heads

Standard
IP67,

optional
transmitter

*

Nylon
IP65,

optional
transmitter

*

EEx d IIB
IP65,

optional
transmitter

*

CH22

98

87Transm.

CH27

100

73
Transm.

CH22

107

100Transm.

G9 O60 – P 0 0 – B 0100

Sheath material
Sheath
LG mm

B AISI 316 0100

Note:

* Transmitter for single element only

Value in  [ohm]  at O°C Element N° and limits Type of RTD

P Pt100
DIN - IEC 0 3-wire single el.

Cl. B (1 DIN) 0 Ceramic 
750 °C max

X Pt500
DIN - IEC 1 3-wire single el.

Cl. A (1/2 DIN) 1 Thin film
250 °C max

Y Pt1000
DIN - IEC 2 3-wire single el.

1/3 DIN

Z Ni100
DIN - IEC 3 4-wire single el.

Cl. A (1/2 DIN)

4 4-wire single el.
1/3 DIN

5 4-wire dual
Cl. B (1 DIN)

6 6-wire dual el.
Cl. B (1 DIN)

7 6-wire dual el.
Cl. A (1/2 DIN)

8 6-wire dual el.
1/3 DIN
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